Webinar will begin at 7 p.m.
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Pipeline Integrity Work
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Pipeline Integrity Work

* Taylorsville Road dig
* Types of digs
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Environmental
Updates

UPPER MAKEFIELD RESPONSE



Environmental Updates

* Monitoring wells

* Recovery wells

* Product recovery

» Act 2 updates + next steps
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Well Location Map
(October 2025)
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LNAPL
(October 1 - 15, 2025)

LEGEMND

& Shallow Monitoring Wiedl

¥ Deep Monitoring Well

4% Recovery Well

LMAPL (Light Non-Agqueous Phase Liguid) RESULTS
Mo LNAPL Detected

LMNAPL Detected

MOTE:
1) The well at 108 Spencer Road is no longer used
as a domestic water supply.




Total LNAPL Recovery from Wells
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Water Level Elevation
Contour Map

Deep Monitoring Wells
September 17, 2025

LEGEND
& Shallow Monitoring Well (Mot Used in Contouring)
W Deep Monitoring Well
& Recovery Well (Not Used in Contouring)
— Water Level Elevation Contour (feet amsl)
158.51 Water Level Elevation (feet amsl)
Parcel Boundary (approx.)
[ Existing Building
— Edge of Readway (approx.)
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Water Level Elevation
Contour Map

Shallow Monitoring Wells
September 17, 2025

LEGEND
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¥ Deep Monitoring Well (Mot Used for Contouring)
& Recovery Well (Not Used for Contouring)

— \Water Level Elevation Contour (feet amsl)

17150 Water Level Elevation (feet amsl)
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As of 10/15/25

Site remediation activities performed

Activity Gallons Rec?vered
Cumulative

Removed product entrained in soil during excavation 644
Recovered Free Product From Wells

1XX Glenwood Dr 10

1XX Glenwood Dr 13

1IXX Spencer Rd 3

1IXX Spencer Rd 14

1XX Walker Rd 127

RW-1 0

RW-2 165

RW-3 79

RW-4 0
Total Free Product Recovered From Wells 410
Product Recovered Grand Total 1,054




Act 2 Updates + Next Steps

v Revised - Site Characterization-WorkPlan
vInterim-Site Characterization Report

What’s Next?

0 90-Day Remedial Action Progress Report (due Dec. 9)
J Remedial Action Plan
d Act 2 Final Report

https://uppermakefield.incidentupdates.com/act-2-remediation-documents/
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General Updates
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General Updates %

° P O E T Syste m m a i n te n a n Ce rif;sidences inand surrou;'lding the Mt. Eyre Manor neighborhood in Upper Hak.efield Township, Sunoco

. Pipeline LP (SPLP) has either directly installed the POET systems using SPLP's certified and licensed
. n e Stl O n S third-party water treatment consultant - kan Water T ) an)
n rev I O u S q u landowners for POET systems installed by & contractor of their choice after SPLp confirmed that the
o Ad d re S S I g p components of the system Were appropriate to trest volatile organic compounds (VOCs), SPLP provided
POET system installation or reimbursement for residences despite the fact that most water sampling
results did not | ndicate the presence of any VOCs attri butable to the pipeline release, and therefore did
not reflect that a POET system was needed to treat well water.

he initial POET System installation or reimbursement, SPLP has also offered to perfarm

enance and servicing of these POET systems.' Suburban is the anly contractor
PLP to service these POET systems. i a landowner decides to use another contractor of

perform service and Mmaintenance on the POET system, that service and maintenance
P | N t Of E N t ry Treatme n t (P O ET) 1O HOUSE PLUMBING ﬁ; bl » but rather will be at the landowner's own expenss,
Disin’ Hon Uni
O Display
- OV eI’VI ew Eall¥alee ._ contact each resident directly to coordinate FOET maintenance and servicing
SySte m bnless alandowner contacts SPLP to make other arrangements The frequency of follow.
i 'g' iNg, maintenance, rvicin, ms will var location, i
POET systems filter and treat all water enter;]r;cghatreat ]' & maintenance, and servic E of POET systems will vary by locatio as described
; i f Use (POU) systems, wi : .
home, unlike Point o e sediment, i TR Flushing Tap S TR
i These systems remov 255k "
water at a single tap. A .
ontaminants, and bacteria before water enters a .
E 's plumbing ' cated within the Investigation Area,? including the topographic watershed where the
e e
ome's p . . took place, and an additional 500-foot buffer area, sampling, maintenance, and
TO DOW
z FLOW INLET Ballyshn POET system will occur for a minimum of 10 years from the date of installation, If Act 2
' ON CARBON Ultraviclet (UV) pCcur within 10 vears, SPLP will continue to provide maintenance on the POET system
Disinfection Unit
l E is achieved Samphng maintenance, and servicing of the POET system will include
Resintall Existing
Existing I R’E»Ec?(ic\f%ld:%%mhr In "-?:;L: :_gg::ﬁ: {‘i’fn::)')
Prassure Tank Sediment Pre-Filter GAC Units|
Single System
e auo:r:rtEP'uMD g p= ”‘i“" Q - TRANSFER
t Existing  Sampling ~ Ball Vehe Retior  Meter
e ' Pz T Valve En = e
\ e (If Pracent)
o
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FOR MORE INFORMATION CALL

1-877-397-3383

OR VISIT
uppermakefield.incidentupdates.com
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